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SUMMARY OF ESTIMATED QUANTITIES

PROJECT NAME

SHEET NO.

JUANITA LAKE ACCESSIBILITY

3

GOOSENEST RANGER DISTRICT

TOTALS
ITEM METHOD
OF PAY L
NO. DESCRIPTION MEASURE- UNIT JUANITA LAKE
MENT IBILITY
BASIC CONTRACT
01505(01) | MOBILIZATION LsQ LS. JoB
02200(01) | ENZYME TREATED SOIL bQ c. 152
0220002) | BORROW (COMMERGIAL SOURGE) DpQ cY. 92
10300(01) | 9 FT PICNIC TABLE AQ EACH 9
10300(02) | LANTERN HANGER AQ EACH 8
10510(01) | SINGLE PEDESTAL GRILL AQ EACH 3
10510(02) | DOUBLE PEDESTAL GRILL AQ EACH 4
10510(03) | UNIVERSAL ACCESS FIRE RING AQ EACH 7
10510(04) | LARGE FIRE RING AQ EACH 1
OPTION 1

10300(03) | 9 FT PICNIC TABLE AQ EACH 15
10300(04) | LANTERN HANGER AQ EACH 15
10510(05) | SINGLE PEDESTAL GRILL AQ EACH 9
10510(06) | FIRERING AQ EACH 15

KLAMATH NATIONAL FOREST

REVISED 4/81




Forest Rd#“réNOAf

CAMPGROUND
LOOF

/ Juanizit, T
Legend
4 8am site INumlmer —  Paved Road

ption #
— —  Chip Sedled or Dirt Road
O Gampsites Requiring Accessibility Upgrades
Basis Contract Non Potable Water Source

4 Disposdl Site

PROJECT SHEET NO.

Juanita Lake Accessibility 4

GOOSENEST RANGER DISTRICT

v
\ \ﬁ\
\\\ NO SCALE
N
) \\ GROUP

J

\ Replace three (3)
double pedestal grills.

C — e —

L ake

NOTE®S:

. There are no individual site

Flane for Option #|. Location ot
itemo will be designated on the
ground by Forest Service.

2. Al tent pads at contract sites
shall be hand raked smooth as
directed by the Forest Service.

Payment is incidental to
ltem OZZ00(0).
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— firebox

PROJECT

SHEET NO.

Juanita Lake Accessibility

5

GOOSENEST RANGER DISTRICT

— firebox
N
= —— Plumb post vertically
p
R
N .
Compacted native soll 12" dia, min.
with additive — tlush with—— concrete
concrete _\ Tooting
x {11
:m: N
T *‘@ﬁ! =
Sl= 11111 %
=l ﬁ@ﬁk‘i NO SCALE
=l ==
=l :J
[[=]] ==
===
NOTES: SIIEEIEIEE
l. Rough broom finish.
2. Gril wil be supplied by the Forest Service.
Single Fedestal Gril
Installation Detail
5/8" Eye Bolt

- bend to \J' shape

Betesetetetete%s
LKL

geteteleteteetetede%e

NOTES:
I K’ough broom finish.

2. Ta

Table Anchor

Double Pedestal Grill

H / Plunb post vertically
] I/2" dia X &' "J' Bolts, washers, nuts

- supplied by marutacturer

24" dia, min.
concrete tooting

Compacted native soll
with additive — flush with
concrete

“T=-_ NOTE%:

Y, 1 hstal () "J" bolts in a oquare
ﬁ@m attern 8" on centers.

= 2 Install "J* bolts leaving a minimum
=it ot I' above concrete ourtace.
=]

e e s e S NS 3 Rough broom tinish,

4. Gril & mounting hardware supplied
by the Forest Service.

5. Contractor shal instal at campsite #14 and
(3) at group campsite shown on Sheet 4.

Ihotallation Detail

- contractor furnished

Compacted native soll
with additive — flush with
concrete

I"x ' x I cast in place
concrete with 5/8" eye bolt.

Place bolt in center of concrete.

le will be chained & attached to anchor by Forest Service.

Ihotallation Detail

N

/7f’|umb post verticaly

12" dia, min.

concrete footing

>

[0

L

Compacted native soll
XS Se——— with Pﬂdditive - tlush

with concrete

NOTES:
. Rough broom finish.

2. Lantern hanger wil be
= turnished by the

T
——— 33" min.

=l Forest Service.

Lantern Hanger

Installation Detall




Remove rock greater than 4" .
Add select borrow as needed.
I’reﬁared sol = &' depth

flush with natural ground
natural ground

6|0|96 2% maximum

NOTES:
|, Government turnished ooil additive.
2. Mix per manutacturer’s instructions.

NO 9CALE

Campsite Prepared Ooll

Typical Cross Section

slope rounding

I/Z1 cut slope

12" or omaller rock

natural ground line

NOTES:
| Rock ((IZ") uncovered during eite excavations
shall be used on exposed cut olopes.

Rock Lined Cut 9lope

PROJECT SHEET NO.

Juanita Lake Accessibility 6

GOOSENEST RANGER DISTRICT
Gov't turnished Fire Rings
Model F9-30/16 - 30" actual diameter
Model F9-46/9/PA - 46" actual diameter

Hil with coarse aggregate
to a depth of 9" = Model FS-30/16 orly

I/2" dia X &' V" shaped anchor pin

- supplied by manutacturer

concrete pad diameter to be
actudl tire ring diameter plus &'

Compacted native soll
with additive — flush with
concrete

NOTES:

l. ©mooth finich on concrete.

2.1/27" radius on exposed edges.

3. Three anchor pins required per tire ring.

Universal Access & Large Fire Ring

Installation Detall

Gov't turnished Fire Ring
Model F5-30/186/TB - 30" actudl diameter

insert 1/2" dia X 6" "U' shaped
anchor pin thru hinge
- supplied by manufacturer

/7 2&" diameter concrete pad

N LY

B AR ) ]
T N Compacted native ool
&L with additive — tlush with
J concrete
' NOTE=:

. ©mooth tinish on concrete.
2.1/7" radus on exposed edges.
3. Two anchor pins required per tire ring.

Fire Ring = Optional

Typical Detai

Installation Detall
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LEGEND:
EXI5TING PROPOSED
3% PineTree

Other Evergreen
Remove Tree Stump

Universal Access
Fire Ring O

Picric Table

Prepared Soll
Slope To Drain %

Lantern Hanger o

Klamath Stove EI

\!

/

<~ rock lined

ANS

Camp c)pur

Olte #6

Estimated borrow material 24
required at this site
[7 cubic yards

cut slope 1/2 | '—’/\’_—

Notes:

| All dimensions shown are approximate to identity scope ot work.
Construction limts wil be otaked on the ground by the Forest ©ervice.

2. Gontractor shdll remove dl site turniture prior to construction
and transport to designated area.

2. Contractor shal prepare soil with soil additive per manufacturer’s speco.

4. Table anchor, lantern holder, and fire ring 6|1a|r be installed as per
typical drawings.

5. Final placement ot site furriture and site furniture anchors wil be
designated on the ground by the Forest ©ervice.

6. Site shal be sloped to drain 2% maximum.

7. Trees and stumps designated to be removed wil be marked on the ground
by the Forest Service. Stump holes shall be backfiled with rnative material
¢ blended with natural ground.

8. Rock less than 12" uncovered during excavation shall be dry otacked
against cut slopes in areas designated on the plans or as directed
by the Forest Service.




PROJECT SHEET NO.
Juanita Lake Accessibility 8
rock lined e GOOSENEST RANGER DISTRICT
-«
: rock lined
Forest Service wil remove cut slope 1/2 : |
and replace Klamath Stove.
~
QS
NO 9CALE Estimated borrow material
required at this site
a cubic yards Camp 6|9|,||"
Site  #/
@ x4 I
]
N , LEGEND:
otes. EXI9TNG PROPOSED
= PineTree

| Al dimensions shown are aEproximate to identity 6COE6 ot work,
Construction limits wil
2. Contractor shal remove dl site turniture prior to construction

e otaked on the ground by the Forest Service.

and transport to designated area.
3. Contractor shal prepare soil with soil additive rer marutacturer’s specitications.

4. Table anchor, lantern holder, and tire ring <hal
5. Find placement of site furriture and site furriture anchors wil

be instaled as Eer typical drawings.
e designated on the

round by the Forest Service.

6. Site ohall be sloped to drain 2% maximum.

7. Trees and otumps designated to be removed wil be marked on the ground by the Forest Service.
Stump holes ohal be backtiled with native material € blended with natural ground.

&. Rock less than 12" uncovered during excavation shall be dry stacked against cut olopes
in areas designated on the plans or as directed by the Forest Service.

Other Evergreen
Klamath Stove

Universal Access
Fire Ring

Picric Table
Prepared Soll

Slope To Drain

Lantern Hanger

]




rock lined
cut slope 1/2 |
HII... 40, =X
Lom s 2
T Ry
rock I|ined 7 '4 S
cut slope :
L EGEND: i o
EXI9TING ProPOoED 4 Fline
3?%%; PineTree

Other Evergreen

Remove Tree Stump

O
=]

Lantern Hanger

Universal Access
Fire Ring

Picnic Table
Klamath Stove

Prepared 9ol
Slope To Drain

Notes:

L All dimensions shown are approximate to identity scope of work.

Construction limits wil be staked on the ground by the Forest Service.
2. Contractor ohdl remove al site turriture prior to construction

and transport to designated storage area.

3. Contractor shall prepare ool with 60% additive per manutacturer’s opecitications.
4. Table anchor, lantern holder, and fire ring 6|161|V be inotaled as per typical drawings.
5. Final placement of site furniture and site furniture anchors wil Ee designated on the ground by the
6. Site shul be sloped to drain 2% maximum.
7. Trees and stumps desi

stumps to be removei
8. Rock Fe% than 12" uncovered during excavation shall be dry stacked against cut slopes

in areas designated on the plans or as directed by the Forest Service.

PROJECT SHEET NO.

Juanita Lake Accessibility 9

GOOSENEST RANGER DISTRICT

Estimated borrow material required
at this site Il cubic yards

Forest Service will remove
and replace Klamath ©tove.

I&" Cedar

Forest Service.

nated to be removed wil be marked on the ground by the Forest Service will designate
Stump holes shall be backfiled with native material € blended with natural ground.

NO ©9CALE
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rock lined 17’ GOOSENEST RANGER DISTRICT

Estimated borrow material required cut slope Vo
at this site: 14 cubic yardo

Forest Service will remove
and replace Klamath Stove

| L -

‘ Tent & o000 7%
,I’ad : =

[

rock lined

cut slope /2 @1

NO 9CALE

LEGEND:

Notes:

EXI©TING PROPOSED

L All dimensions shown are approximate to identity scope ot work. Remove Tree & Stump
Construction limits wil Ee staked on the ground Ey the Forest Service.

2. Contractor shall remove dl site furniture prior to construction
and transport to designated area.

3. Contractor shal prepare soil with ol additive rer marutacturer’s specifications.

4. Table anchor, lantern holder, and tire ring shal be installed as Eer typical drawings.

Other Evergreen
Remove Tree Stump

Remove ¢ Relocate
Exiting Boulders -

5. Final placement ot site furniture and site furriture anchors wil be designated on the ground by the Forest Service. Universal Access

6. Site ohdll be oloped to drain 2% maximum. Fire Ring Q

7. Trees and stumps designated to be removed will be marked on the ground by the Forest Service. Picric Table E
Stump holes shall be backfilled with native material & blended with natural ground.

&. Rock less than 12" uncovered during excavation shall be dry otacked againot cut olopes Klamath Stove ]
in areas designated on the plans or as directed by the Forest Service. Prepared ol

9. Contractor ohal relocate boulders as directed by the Forest Service. P :
Excavate and bury to 1/3 depth. Slope To Dran ~ —>

Lantern Hanger o
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Juanita Lake Accessibility 11
Estimated borrow material required GOOSENEST RANGER DISTRICT
at this sitel & cubic yards
LEGEND:

EXI9TING PROFOSED

:?%% PineTree
Other Evergreen

Remove Tree Stump
Universal Access
Fire Ring O

Picnic Table E

Pedestal Gril |:|
Prepared ol e

Slope To Drain -

Remove Tree ¢ Stump

Lantern Hanger o

48" Cedar

| All dimensions shown are approximate to identity ocope ot work.
Construction limite wil Ee staked on the ground Ey the Forest Service.
2. Contractor shall remove all site furniture prior to construction
and transport to designated area.
3. Contractor shal prepare soil with soil additive per manutacturer’s specitications.
4. Table anchor, lantern holder, and fire ring 6|1a|r be installed as per typical drawings.
5. Final placement ot site furniture and site furniture anchors wil Ee designated on the ground by the Forest Service.
6. Site shal be sloped to drain 2% maximum.
7. Trees and stumps designated to be removed wil be marked on the ground by the Forest Service.
Stump holes shal be backtiled with native material & blended with natural ground.
&. Rock less than 12" uncovered during excavation shall be dry stacked againot cut olopes

in areas designated on the plans or as directed by the Forest Service. NO 6CALE




Notes:

L All dimensions shown are approximate to identity scope ot work.
Construction limits wil Ee staked on the ground EJ

2. Contractor shal remove dl site turniture prior to construction
and transport to designated area.

3. Contractor shal prepare soil with soil additive per manutacturer's specs
4. Table anchor, lantern holder, double pedestal gril, and large fire ring shall

be instaled as per typical drawings.
5. Findl placement ot site turniture and site furniture anchore
wil be designated on the ground by the Forest Service.
6. Site shal be sloped to drain 2% maximum.
7. Boulders shall be moved and buried 1/3 in ground.

8. Contractor shdll cover exposed Fine Tree roots with native soil.

SLOPE { T
7% Max <,

LEGEND:

EXI?TIN@

FineTree

PROFPOSED

Other Evergreen

Remove/Relocate
Existing Boulders

Large Fire Ring

Double Picnic
Tables

Double Pedestal
Gril

Prepared ol
Slope To Drain

Lantern Hanger

y the Forest Service.

PROJECT

SHEET NO.

Juanita Lake Accessibility
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Estimated borrow material required GOOSENEST RANGER DISTRICT

at this sitel 1& cubic yards

Tent Fad ‘
17" X |5 ‘

37

Tent Pad
12" X 2% /
2

E. . 2
/P “‘A“ A

NO SCALE




LEGEND:

EXISTING

sl

E
<

PROFPOSED
PineTree

Other Evergreen
Universal Access
Fire Ring O

Picnic Table
Pedestal Gril

Prepared Soll :
9lope To Drain -

@ Remove Tree & Stump

Lantern Hanger .

ret

Camp C)pur
Site # 16

Notes:

/

71/
N

g—
[ =
—

S\

//

PROJECT
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Juanita Lake Accessibility
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GOOSENEST RANGER DISTRICT

at this site: 7.5 cubic yards

| All dimensions shown are approximate to identity scope of work.
Construction limits wil be otaked on the ground by the Forest ervice.
2. Contractor shall remove dll site furniture prior to construction

and transport to designated area.

3. Contractor shal prepare soil with soil additive per manutacturer’s specitications.
4. Table anchor, lantern holder, gril, and tire ring shall be inotalled as per typicd drawings.
5. Final placement of site furniture and site turniture anchors wil be designated on the ground by the Forest Service.

6. Site shdl be sloped to drain 7% maximum,

7. Trees and stumps designated to be removed wil be marked on the ground by the Forest Service.

Stump holes shall be backtiled with native material € blended with natural ground
8. Rock less than 12" uncovered during excavation shall be dry stacked against cut slopes

in areas designated on the plans or as directed by the Forest Service.

Estimated borrow material required

NO SCALE




PROJECT SHEET NO.

Juanita Lake Accessibility

14

Notes: GOOSENEST RANGER DISTRICT

L. Al dimensions shown are approximate to identity scope ot work.
Construction limits wil Ee staked on the ground by the Forest Service.
2. Contractor shall remove dll site furniture prior to construction
and transport to designated area.
3. Contractor shal prepare soil with ol additive per manutacturer’s opecitications,
4. Table anchor, lantern holder, and fire ring 5|1a|r be installed as per typical drawings.
5. Findl placement ot site turniture and site turriture anchors wil Ec designated on the ground by the Forest Service.
6. Site ohal be oloped to drain 2% maximum.
7. Trees and stumps designated to be removed will be marked on the ground by the Forest Service. I‘
Stump holes shall be backfilled with native material & blended with natural ground. Tent FPad ‘
&. Rock less than 12" uncovered during excavation shall be dry otacked against cut olopes ‘
in areas designated on the plans or as directed by the Forest Service.

'
LEGEND: i

EXI5TNG PROPOSED o | 77 s : J/ Qe
ﬁ% PineTree W% — T T — é//“."q”} \\I\//\;
Other Evergreen ] / coee ol DS i e T Y /\ ///////
Univeroal Access N S A SRS S PP P\ /\
Fire Ring . N\
Picric Table
Pedestal Gril

Prepared ol

Slope To Drain

Lantern Hanger

N

\\i \

-

Estimated borrow req'd
@ this site 7.5 cubic yards

NO 9CALE






